
EMPLOYEE SAFETY TRAINING RECORD
Tool Safety
Team:________________________________________________________________

Team Leader:_________________________________________________________

This completed form should be retained in the individual’s personnel file & the 4D database as evidence of this required safety training.  

Employee Name:__________________________  Employee #:___________________




(Please Print)

 FORMCHECKBOX 
    Existing

 FORMCHECKBOX 
    New Hire
 FORMCHECKBOX 
    Other (Transfer, etc.):____________

Date of Hire / New Assignment:____________________________________________

Please check which applies:

 FORMCHECKBOX 
    Initial Training
 FORMCHECKBOX 
    Refresher

If you check the refresher box please provide the date of your most recent Job Hazard Analysis Training:_____________________________________________________

I, ____________________________, hereby certify that the employee listed above has 



(Trainer)
been trained on the following information.

Tool Safety
· CleanAir Tool Safety Procedure S.20
I understand the above items and agree to comply with safe work practices in my work area.

_________________________________

_________________________

Employee Signature




Date
For questions on any item, please contact your Team Leader or call Corporate Safety @ 847-654-4530
Turn Over, Quiz on Back

Tool Safety

Quiz

Name ___________________________  Date _______________ Score______/5
1. T or F It is okay to use a wrench as a hammer when there is not a hammer available

2. If a the cord is frayed on a powered Handtool, it can be usee it after:

a. The cord is wrapped in electrical tape

b. The employee has been made aware of the hazard

c. The area has been inspected for combustible materials

d. The handtool has been repaired by a qualified individual

3. Compressed air tools may be used to clean particles of dirt when

a. Wearing safety googles

b. Never

c. Pointing the air away from other individuals

d. The particles are large

4. T or F It is not necessary to inspect powered hand tools before each use.

5.  When repairing or making adjustments to electrical power tools ______ should be done.

a. Disconnect power source

b. Area inspection to make sure it is clear of dust

c. Training recordkeeping

d. The test leader should be contacted
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