· Emergency shower, eyewash, and combination shower/eyewash stations should be designated by highly visible signage (Sections 4.2, 5.2, 6.2, 7.4.3) positioned so that the sign shall be visible in all areas served by that specific equipment. 

· Control valves on emergency showers, eyewashes, and combination shower/eyewash equipment should be designed to enable them to be moved from "off" to "on" in one second or less and to remain open until intentionally closed (Sections 4.2, 5.2, 6.2, 7.2). 

· Spray nozzle outlets on eyewashes and eye/face washes should be protected from airborne contaminants when idle. Whatever means is used to protect them should not require a separate motion (from equipment activation) to remove the protection for equipment use (Sections 5.1.3, 6.1.3). 

· Plumbed and self-contained eyewash equipment must be capable of delivering flushing fluid to the eyes at a flow of not less than 1.5 liters per minute (.4 gpm) for the full, required, 15-minute irrigation cycle (Sections 5.1.6, 6.1.6). 

· For eyewashes, a means must be provided to ensure a controlled flow of flushing fluid to both eyes simultaneously. (Section 5.1.1) With respect to eye/face washes, the standard includes both eyes and face (Section 6.1.6). 

· There should be a minimum distance of 6 inches between the eyewash outlet nozzles and any adjacent obstruction, such as walls, etc. (Section 5.4.4). 

· The proper height for eyewash or eye/face wash heads is between 33 inches and 45 inches above the floor (Section 5.4.4). 

· Drench showers must deliver a minimum of 20 gpm flow (Section 4.1.4). 

· The proper height for drench shower or combination drench shower and eyewash shower heads is between 82 inches and 96 inches above the floor (Section 4.1.2). 

· Drench shower flow patterns should be a minimum of 20 inches wide at 60 inches above the floor (Section 4.1.5). 

· There should be no barrier closer than 16 inches from the center point of the installed emergency drench shower or combination shower and eyewash (Section 4.1.5). 

· Combination shower and eyewash equipment is subject to the same individual component requirements, even when those components are used simultaneously. That means, among other things, that flow and pattern requirements for the shower and eyewash remain in effect during simultaneous use. Sufficient pressure and volume of fluid to "drive" both features is necessary (Section 7.4.4). 

· Combination shower and eyewash equipment must be capable of simultaneous use of the shower and eye or face wash by the same user (Section 7.4.4). 

· Flushing fluid must be tepid, which by the standard, established guideline is between 60 degrees F and below 100 degrees F for the full 15-minute use cycle (Section 7.4.4).

