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1. All aerial lifts equipped with ____ shall have them fully extended and set on a flat surface when the boom is elevated to provide stability.
a) Extendable boom arms
b) Platforms

c) Limit Switches

d) Outriggers
2. When working with scissor lifts, the primary method of fall protection is

a. Harness and retractable lanyard
b. Harness and shock absorbing lanyard

c. Guardrail

d. Tilt Alarm

3. How often must aerial lifts be inspected?
a) Quarterly
b) Weekly
c) Daily
d) Beginning of each shift that it is used

4. An aerial lift can be used as a crane as long as the total load limit is not exceeded.
a) True
b) False
5. Personal Fall Protection PPE shall always be used when working with scissor lifts?
a) True
b) False

6. Which three components are required for fall protection inside an aerial lift (circle three)?
a) Retractable lanyard
b) Full body harness

c) Lanyard with locking snaphook

d) Body belt

e) Appropriate anchorage point

7. True or False It is always acceptable to use an aerial lift’s railings as a tie-off point?

8. True or False Falls from aerial lifts are one of the least common causes of aerial lift incidents because fall protection has improved their safe use.
9. The manufacturer installed anchorage point in aerial lifts is intended to function as part of a:

a. Fall arrest system

b. Fall restraint system

c. Passive restraint system

d. Climbing system
10. The most common cause of aerial lift incidents is:
a. Falls from aerial lifts

b. Tip-overs

c. Contact with electrical lines

d. Collision with structures

11. The minimum distance that must be maintained between an aerial lift and overhead power lines is:
a.     1 foot
a. 5 feet
b. 10 feet

c. 50 feet

d. There is no minimum distance required.

12. True or False When using a extendable boom aerial lift full body harnesses with  4 foot lanyards should be attached to the manufacturer’s anchaorage point.

13. It is acceptable to increase an aerial lift’s working height by using ladders inside the lift platform?
a) True
b) False
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